
Multi-channel Play-out Server
Presentation
D-Cinema, E-Cinema
Advertising
APPLICATIONS

Optional: Frame-accurate,
multi-channel synchronization

Unique API for Windows and Linux

Upgradeable and customizable
hardware architecture

MVC102: Onboard audio decoder
w/ analog audio output

Precise and adjustable A/V
synchronization

Supports interlace, progressive and
segmented frame video formats

True 80 Mbps video bit rate

MPEG-2 HD decoding for all main
ATSC and DVB formats

KEY FEATURES

MVC102: DVI-I w/ Analog Audio
MVC101: SD/HD-SDI
VERSIONS

MVC102 MVC101

All cards can be functional upgraded and customized in- eld by
software.

MikroM offers each card in two con gurations: Light and Standard
Edition. The Standard Edition (SE) is the ideal solution for high-end
applications awaiting 80 Mbps and support of cinema features like
uncompressed audio. The Light Edition (LE) is targeted for
ATSC/DVB broadcast requirements with bit rates up to 40 Mbps �

rst class for advertisement and presentation.

The API - identical for Windows and Linux - allows rapid porting
between operating systems. Up to four cards are supported in
one PC, optional with frame-accurate synchronization for 3D and
split-screen applications.

The MVC10x hardware requires low PC performance, making
these cards attractive for cost-effective multi-channel play-out
server applications.

The MVC10x family allows MPEG-2 MP@HL video decoding up to
80 Mbps and processes various audio formats. All relevant HD video
formats like 1080i or 720p and all usual frame-rates are supported.

MikroM·s HD Decoder products MVC10x are professional PCI bus
cards perfectly suiting all demands in HD playback and streaming
applications with standard PC systems. MPEG-2 data stored on hard
disk, from live feeds or streaming sources easily can be brought to
display on modern HD at screens or projectors.
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